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Katalog-Nr. / Catalog No. H
A B C D

L
±0.25 ±0.013 ±0.013 ±0.25

NG80GB75 75

25 35 40 55 80NG80GB100 100

NG80GB125 125

NG95GB75 75

40 50 55 70 95NG95GB100 100

NG95GB125 125

NG120GB75 75

65 75 80 95 120NG120GB100 100

NG120GB125 125

NG--GB

Material:
Stahl, Graphiteinsätze

Material: 
Steel Graphite Plugs
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Φ16H7

Führungsblock,2 Gleitfl ächen, selbstschmierend, Stahl
Steel Self-Lubricating Corner Guide Blook

Schrauben, 
screws M16

Oberfl ächengehärtet/surface hardened
HRC58-62

Katalog-Nr. / Catalog No. 
Order
Bestellung

NG 95GB 100

Bestellnummer / Order Number
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NG45GC

Material:
Stahl

Material: 
Steel
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Ø12H7

Führungsleiste, selbstschmierend, Stahl
Steel Self-Lubricating Side Wear Plates

Schrauben/screws M12

Oberfl ächenhärte
Surface hardening 
HRC58-62

Katalog-Nr. / Catalog No. 
(N)

BOHRUNGEN / 
HOLES

L A B C D E F H J W

NG45GC60-75 2 75 - - 38 51

18 33 60 30 45

NG45GC60-100 2 100 - - 63 76

NG45GC60-125 3 125 - 50.5 88 101

NG45GC60-150 3 150 - 63.0 113 126

NG45GC60-175 3 175 - 75.5 138 151

NG45GC60-200 4 200 63 113.0 163 176

NG45GC60-225 4 225 73 128.0 188 201

NG45GC60-250 4 250 83 153.0 213 226

NG45GC75-75 2 75 - - 38 51

18 33 75 30 45

NG45GC75-100 2 100 - - 63 76

NG45GC75-125 3 125 - 50.5 88 101

NG45GC75-150 3 150 - 63.0 113 126

NG45GC75-125 3 175 - 75.5 138 151

NG45GC75-200 4 200 63 113.0 163 176

NG45GC75-225 4 225 73 128.0 188 201

NG45GC75-250 4 250 83 153.0 213 226
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NG45GC

Führungsleiste, selbstschmierend, Stahl
Steel Self-Lubricating Side Wear Plates

Katalog-Nr. / Catalog No. 
(N)

BOHRUNGEN / 
HOLES

L A B C D E F H J W

NG45GC40-75 2 75 — — 38 51

18 33 40 15 45

NG45GC40-100 2 100 — — 63 76

NG45GC40-125 3 125 — 50.5 88 101

NG45GC40-150 3 150 — 63.0 113 126

NG45GC40-175 3 175 — 75.5 138 151

NG45GC40-200 4 200 63 113.0 163 176

NG45GC40-225 4 225 73 128.0 188 201

NG45GC40-250 4 250 83 153.0 213 226

NG45GC45-75 2 75 — — 38 51

18 33 45 25 45

NG45GC45-100 2 100 — — 63 76

NG45GC45-125 3 125 — 50.5 88 101

NG45GC45-150 3 150 — 63.0 113 126

NG45GC45-175 3 175 — 75.5 138 151

NG45GC45-200 4 200 63 113.0 163 176

NG45GC45-225 4 225 73 128.0 188 201

NG45GC45-250 4 250 83 153.0 213 226

NG45GC50-75 2 75 — — 38 51

18 33 50 30 45

NG45GC50-100 2 100 — — 63 76

NG45GC50-125 3 125 — 50.5 88 101

NG45GC50-150 3 150 — 63.0 113 126

NG45GC50-175 3 175 — 75.5 138 151

NG45GC50-200 4 200 63 113.0 163 176

NG45GC50-225 4 225 73 128.0 188 201

NG45GC50-250 4 250 83 153.0 213 226

Katalog-Nr. / Catalog No. 
Order
Bestellung

NG 45GC45 250

Bestellnummer / Order Number

L
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Führungsleiste, selbstschmierend, Stahl
Steel Self-Lubricating Keeper Wear Plates

Katalog-Nr. / 
Catalog No. 

(N) BOHRUN-
GEN / 

(N) HOLES
L A B C D E F H J W Katalog-Nr. / 

Catalog No. 

(N) BOH-
RUNGEN / 
(N) HOLES

L A B C D E F H J W

NG60GC50-75 2 75 - - 38 51

33 48 50 30 60

NG60GC80-75 2 75 - - 38 51

33 48 80 30 60

NG60GC50-100 2 100 - - 63 76 NG60GC80-100 2 100 - - 63 76

NG60GC50-125 3 125 - 50.5 88 101 NG60GC80-125 3 125 - 50.5 88 101

NG60GC50-150 3 150 - 63.0 113 126 NG60GC80-150 3 150 - 63.0 113 126

NG60GC50-175 3 175 - 75.5 138 151 NG60GC80-175 3 175 - 75.5 138 151

NG60GC50-200 4 200 63 113.0 163 176 NG60GC80-200 4 200 63 113.0 163 176

NG60GC50-225 4 225 73 128.0 188 201 NG60GC80-225 4 225 73 128.0 188 201

NG60GC50-250 4 250 83 153.0 213 226 NG60GC80-250 4 250 83 153.0 213 226

NG60GC60-75 2 75 - - 38 51

33 48 60 30 60

NG60GC100-75 2 75 - - 38 51

33 48 100 30 60

NG60GC60-100 2 100 - - 63 76 NG60GC100-100 2 100 - - 63 76

NG60GC60-125 3 125 - 50.5 88 101 NG60GC100-125 3 125 - 50.5 88 101

NG60GC60-150 3 150 - 63.0 113 126 NG60GC100-150 3 150 - 63.0 113 126

NG60GC60-175 3 175 - 75.5 138 151 NG60GC100-175 3 175 - 75.5 138 151

NG60GC60-200 4 200 63 113.0 163 176 NG60GC100-200 4 200 63 113.0 163 176

NG60GC60-225 4 225 73 128.0 188 201 NG60GC100-225 4 225 73 128.0 188 201

NG60GC60-250 4 250 83 153.0 213 226 NG60GC100-250 4 250 83 153.0 213 226

NG60GC

Material:
Stahl

Material: 
Steel
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Φ12H7

Schrauben/screws

Oberfl ächenhärte
surface hardening
HRC58-62

Katalog-Nr. / Catalog No. 
Order
Bestellung

NG 60GC60 125

Bestellnummer / Order Number

L
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Gleitplatte, Bronze mit Festschmierstoff
Wear plate, bronze with solid lubricant

4-XXXXXX-208

e1 e2 d b L s Form
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75 200

50 250 B
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18
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150 A
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50 250 B
50 - 60

150 A
75 200

50 250 B
50 - 70

150 A
75 200

50 250 B

Form A Form B

Material
Bronze (CuZn25Al5) mit Festschmierstoff

Material
Bronze (CuZn25Al5) with solid lubricant

Katalog-Nr. / Catalog No. 
Order
Bestellung

4 055 250

Bestellnummer / Order Number

b L
208
Typ


